
IP Degree

Button

Body

Base

IP65 e to order(IP67 )Mad

Stainless Steel

Stainless Steel

PC

Made to order

IP65 e to order(IP67 )Mad

Stainless Steel

Stainless Steel

PC

Made to order

Type

Color

Rated Voltage

Life

Ring Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

Dot Illuminated(LED)

6V / 12V / 24V / 110V / 220V

40000 hours

R YG B WO R YG B WO

ANTI-VANDAL DOT ILLUMINATED PUSH BUTTON

ANTI-VANDALRING ILLUMINATED PUSH BUTTON

SW-GQ11D

SW-GQ11E

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC

Operation Type: Momentary

The crust material: Stain less Steel

Dot Illuminated

IP Degree:IP65(IP67 )Made to order

Φ19mm diameter

Switch Rating:5A/250VAC

Contact Configuration:1NO1NC

Operation Type: Momentary

The crust material: Stain less Steel

Ring Illuminated

IP Degree:IP65(IP67 )Made to order

RoHS

32.7 7.72

10 Max.

32.7 7.72

10 Max.

Terminal Type

The Front Shape

Switching

Max.Switch Rating

Contact Resistance

Insul ation Resista nce

Dielectric Strengh

Operating Temp

Mechanical l ife

Electrical life

Contact

Panel Th ickness

Torque

Operation Pressure

Specification  SW-GQ11E

No.2

Ith:5A Ui:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-20℃ ~ +5 5℃

1,000 00 cycles,0

50, 0 cyc les00

Silver Alloy

5～14Nm

About 4N

1～10mm

SW-GQ11D

Pin Terminal(2.8×0.5 mm)

Flat Round Flat Round

No.2

Ith :5A U i:250VAC

≤50mΩ

≥1000MΩ

2000VAC

-2 0℃ ~ +55℃

1,000 00 cycles,0

50, 0 cycles00

Silver Alloy

5～14Nm

About 4N

1～10mm

Pin Terminal(2.8×0.5mm)

Operation Distance About 2.5mmAbout 2.5mm

Top View

Top View

Terminal
Arrangement

Terminal
Arrangement

SW-GQ11D/E
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